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DECPL
Function:

Specifies the number of decimal places to the right of the decimal point to output for specified parameters.

Input Format:
DECPL/var_1
Output Format:
DECPL/var_1
Where:

var_1 can
be: ALL,var_3






or: var_2,var_3  var_4




var_2 can
be: ANGLE





or: DIST





or: HUMID






or: DEV






or: TEMP





or: VEC



var_3 can
be: DEFALT





or: n




var_4 can
be: ,var_2,var_3  var_4






or: does not exist

ALL

Signifies selection of all output parameters.

ANGLE

Signifies angular output parameters.

DEFALT

Signifies the default DME number of digits to the right of the decimal point to be used for the selected output parameters.

DEV

Signifies selection of tolerance and deviation output parameters.

DIST

Signifies selection of linear output parameters.

HUMID

Signifies selection of humidity output parameters.

TEMP

Signifies selection of temperature output parameters.

VEC

Signifies selection of vector output parameters.

n

is the desired integer number of digits to the right of the decimal point to output for the selected parameter.

The DECPL statement is passed through to the output file when executed.

Note:
Applies to both vendor report and DMIS output.

Note:
DEV sets the decimal places for ANGDEC and ANGRAD and for ANGDMS sets the precision of the arcseconds.

